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Aluminum Pump  
Launtop Engine 

RA-SSY-0005 
RA-SSY-0011 
RK-SSY-0015 

Cast Iron Pump 
Launtop Engine 

RA-SSY-0003 
RA-SSY-0004 
RK-SSY-0016 

Cast Iron Pump 
Honda Engine 

RA-SSY-0012 
RA-SSY-0013 
RK-SSY-0017 
*RA-SSY-0013 Pictured Above 
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1 SAFETY & GENERAL INFORMATION 
 

Warning  
Ḡ Failure to follow all safety precautions can result in serious injury or death  

Ḡ RynoWorx Inc. assumes no liability for any accident or injury incurred through improper use of machine 

Ḡ CHECK ENGINE OIL LEVELS BEFORE FIRST USE 

Ḡ Read all instructions and warnings in this manual as well as the engine manufacturer's manual before 

operating this equipment  

Ḡ Verify all seals and clamps for all connections are tightened before each use of this equipment  

Ḡ This equipment is designed for outdoor use only 

Ḡ Be sure to always wear personal protective equipment when operating this equipment. Eyes, Gloves, Hearing 

Ḡ Carefully read all Material Safety Data Sheets (SDS) for sealer products being used before operating this 

equipment. Refined coal tar, and Asphalt Emulsion sealers can cause health risks if not properly handled 

Ḡ Only genuine replacement parts should be used for any replacements or repairs. Do not attempt to modify or 

alter this product in any way 

Ḡ Observe all caution and warning signs on machine 

Ḡ Do not leave unattended when running 

Ḡ Never point the spray wand at another person 

Ḡ Ep!opu!mfu!boz!tfbmfs!gsff{f!ps!esz!jotjef!uif!vojuǃt!qmvncjoh 

Ḡ Replace any hoses that show wear, fraying or splits. Be sure all joints are leak proof 

Ḡ Never operate nfbs!bo!pqfo!ǻbnf!ps!vtf!boz!uzqf!pg!ǻbnf!up!vodmph!uif!qmvncjoh 

Ḡ Check all operation manuals for warnings, cautions and to ensure proper maintenance procedures are 

followed  

Ḡ Always turn the gas off on the engine before transporting  

 

 

 

  



 Required Tools 
Required: 

Wrenches: 

1 x 1/2" Wrench for Cast Iron systems 

2 x 13 mm Wrenches for Aluminum Systems  

 

10" Pipe Wrench (with 1.5" Jaw) or Vice 

Adjustable Wrench (1.5") 

Torque Wrench: Capable of tightening to 40-85 in-lbs 

 

Optional: 

Needle Nose Pliers 

Ratchet set 

Teflon Tape 

Adjustable wrenches to substitute for any wrench above  

 

Additional Tools Required if Hose Reel purchased with  System: 

5/16"/ 8 mm Socket or Flat Head Screwdriver 

10 mm wrench or socket 

2 x 13 mm wrenches or sockets 

2 x 17 mm wrenches or sockets 

Utility Knife 

#2 Phillips Screwdriver 

 

  



2 ASSEMBLY 
2.1 Spray Wand Assembly 
 
Please refer to the below diagram for the assembly order of the spray wand. Teflon tape should be used on all 

threaded connections to ensure a tight seal. Note that any of the three included spray tips can be used 

depending on the Gallons Per Minute (GPM) of sealer required for the task. 

 

 
Set of 3 spray tips: 
2 GPM 
3 GPM 
4 GPM 

 
 

  



2.2 Barrel System Assembly  
1. Uisfbe!uif!cbssfm!bebqufs!bttfncmz!joup!uif!3Ǉ!OQU!opening in the barrel 

 

2. Dpoofdu!uif!3Ǉ!boe!½Ǉ!gfnbmf!dbnmpdlt!up!uif!bqqspqsjbuf!dpoofdujpot!po!uif!cbssfm!bebqufs. 

 

 

 

 

 Make sure to open the barrel vent 

before starting. If the vent is closed a 

vacuum will form inside the barrel.  



3. Dpoofdu!uif!3Ǉ!nbmf!dbnmpdl!dpoofdujpo!up!uif!qvnq!wbmwf!boe!uif!3Ǉ!gfnbmf!dbnmpdl!dpoofdujpo!up!

the pump intake. 

 

4. Dpoofdu!uif!3Ǉ!nbmf!dbnmpdl!dpoofdujpo!gspn!uif!tqsbz!xboe!bttfncmz!up!uif!puifs!tjef!pg!uif!qvnq!

valve. 

 



2.3 Tote System Assembly  
1. Uisfbe!uif!:1!¯!3Ǉ!NPT to Male camlock fitting into the top of the tote lid . 

 

 

 

2. Dpoofdu!uif!gfnbmf!dbnmpdl!po!uif!21ǃ!iptf!up!uif!nbmf!dbnmpdl!po!uif!upq!pg!uif!upuf!boe!uif!gfnbmf!

camlock  po!uif!6ǃ!iptf!up!uif!nbmf!dbnmpdl!po!uif!upuf!pvumfu 
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